
•  Strip and scrub vinyl tile and 
hard surface floors in one pass.

•  Screen wood floors.
•  Green-friendly LEED approved 

3-way catalytic muffler lowers  
CO, HC & NOx emissions.  
Emissions monitor shuts down  
engine if CO levels rise.

•  Removable 8 gallon solution tank.
•  Dual 17”  counter rotating brushes 

clean 28,000 sq ft. per hour.
•  Propane power 18 HP engine 

is EPA, CARB and CE certified.
•  Tilt back design makes changing 

brushes and pad drivers quick and easy.
•  Foam filled non-marking wheels

•  Electric clutch for quick start and stop
•  Quick and easy variable 

head pressure adjustment
•  5-6 hour run time
•  Low profile deck for under 

counter cleaning
•  Can be used with the ReJuve system 

for hard floor surface restoration

Get the job
done faster,
Lower 
Labor Cost,
strip fLoors 
in one pass.
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Smarter Floor Care SolutionS
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ONYX ENgiNEEREd 
PROduCts

Onyx has a long-standing commitment to 
providing the highest quality equipment and the 
best customer service in the industry. All of our 
products are designed and manufactured in the 
U.S. with the end user in mind. Our network of 
professional floor care consultants have more 
than 160 years of experience in the industry, 
and can answer questions about any floor care 
situation and recommend types of products, 
pads, chemicals to use.
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137 Cross Center Rd, suite 246 • denver, NC 28037 
800-858-3533 • 704-827-9368 • Fax 704-820-2892
onyxsolutions.com ONYX 

SPECIFICaTIOnS
 
Cleaning Width  32”

Performance 28,000 sq Ft Per Hour

Engine 18HP Kawasaki EPA/CARB Certified

Sound Level < 87 dBA

Brush Speed 400 - 800 RPM

Brush Size two 17” Counter Rotating Brushes

Brush Pressure 275 lbs - 375 lbs

Frame Powder Coated Cast Aluminum Alloy

Width 29.00”

Length 53.00”

Weight 450 lbs.

Shipping Weight 480 lbs.

Ignition System 12 Volt Battery starter

Fuel Tank steel with Overfill Protection

Options Pad drivers

Warranty 2 year on engine, 1 year on 
 machine, 90 days wearable parts


